
Name
Material Rvalue 

(m2K/W)
Thickness (mm) Width x Length (m)

Weight
  per panel (g/m2) 

Material

EchoSoft® 25 & 50 

EchoSoft® 
25: 0.85 

EchoSoft® 
50: 1.7

25mm and 
50mm

1200x1200mm and 
1200x2400mm 

(can be cut to size) 

25mm: 1.5kg/m
50mm:  3.0kg/m 

Polyester fibre 
(minimum of 80%

recycled fibre content) 

Frequency (Hz) 200 315 400 500 630 800 1000 2000 2500 3150 4000 5000

Echosoft® 25mm 0.18  0.38 0.48 0.65 0.75 0.85 0.92 1.00 1.02 1.00 0.99 0.94 

Echosoft® 50mm 0.65 0.93 1.01 1.08 1.04 1.05 1.06 0.97 0.98 0.97 1.00 0.99 

EchoSoft® 25 & 50

  NRC (Noise
  Reduction Coefficient) 
  

  EchoSoft® 25: 0.70 
  EchoSoft® 50: 0.95 
  

EchoSoft® 25 & 50 

PHYSICAL PROPERTIES

MEASURED VALUES

GENERAL PHYSICAL PROPERTIES

ISBN 978-1-76051-558-4 (Classifying hazardous chemicals)

IN ACCORDANCE WITH THE FOLLOWING STANDARDS

1300 498 268 ENQUIRIES@ACOUSTICAPROJECTS.COM.AU

GROUND FLOOR, 6A NELSON STREET, ANNANDALE NSW 2038

DATA SPECIFICATION SHEET

PRODUCT DESCRIPTION
EchoSoft® offers reliable and durable acoustic insulation capable of halving the
overall noise level.
Ideal for large single spaces such as sports halls and auditoriums as it reduces echo,
absorbs sound and maintains temperature.

mailto:enquiries@acousticaprojects.com.au

